
SP2 Sensor Wiring 

1 - Ground 

2 - Output 

3 - 5 Volt 
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SP2-10G  

Pressure Range (kpa) 0 - 1000 

Pressure Range (psi) 0 - 145 

Pressure Type Gauge 

Accuracy (% FS) +/- 0.50 

Output Type RatioMetric 

Supply Voltage (V) 5.00 

kPa psi Voltage (V) 

0.0 0.00 0.500 

200.0 29.01 1.301 

400.0 58.02 2.103 

600.0 87.02 2.904 

800.0 116.03 3.704 

1000.0 145.04 4.507 

Specifications: 

Calibration Data: 

kPa = 250 * Voltage - 125 

psi = 36.26 * Voltage - 18.13 

Transfer Function: 



SP2-140G  

Pressure Range (Mpa) 0 - 14 

Pressure Range (psi) 0 - 2030 

Pressure Type Gauge 

Accuracy (% FS) +/- 0.50 

Output Type RatioMetric 

Supply Voltage (V) 5.00 

kPa psi Voltage (V) 

0.0 0.00 0.500 

14000.0 2030.53 4.500 

Specifications: 

Calibration Data: 
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SP2-3A  

Pressure Range (kpa) 0 - 300 

Pressure Range (psi) 0 - 43.5 

Pressure Type Absolute 

Accuracy (% FS) +/- 0.50 

Output Type RatioMetric 

Supply Voltage (V) 5.00 

kPa psi Voltage (V) 

0.0 0.00 0.500 

300.0 43.51 4.500 

Specifications: 

Calibration Data: 
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SP2-5A  

Pressure Range (kpa) 0 - 500 

Pressure Range (psi) 0 - 72.5 

Pressure Type Absolute 

Accuracy (% FS) +/- 0.50 

Output Type RatioMetric 

Supply Voltage (V) 5.00 

kPa psi Voltage (V) 

0.0 0.00 0.500 

500.0 72.52 4.500 

Specifications: 

Calibration Data: 
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SP2-7A  

Pressure Range (kpa) 0 - 700 

Pressure Range (psi) 0 - 101.5 

Pressure Type Absolute 

Accuracy (% FS) +/- 0.50 

Output Type RatioMetric 

Supply Voltage (V) 5.00 

kPa psi Voltage (V) 

0.0 0.00 0.500 

700.0 101.53 4.500 

Specifications: 

Calibration Data: 
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