
 

 

 
 

ST-200 Temperature Sensor Data Sheet 
 

Effective Temperature Range: -22 to 392°F (-30 to 200°C) 

 

 

5 Break Points (1kΩ pullup) 
 

Point °F °C Voltage 

1 -22 -30.0 4.908 

2 20 -6.7 4.729 

3 80 26.7 4.125 

4 195 90.6 2.111 

5 256 124.4 1.289 

 

 

8 Break Points (1kΩ pullup) 
 

Point Temp F Temp C Voltage 
1 14.0 -10.0 4.764 

2 50.0 10.0 4.487 

3 104.0 40.0 3.752 

4 203.0 95.0 1.983 

5 221.0 105.0 1.717 

6 248.0 120.0 1.377 

7 275.0 135.0 1.103 

8 302.0 150.0 0.888 

 

 

8 Break Points (2.2kΩ pullup)  
 

Point Temp F Temp C Voltage 

1 14.0 -10.0 4.510 

2 50.0 10.0 3.995 

3 104.0 40.0 2.887 

4 140.0 60.0 2.130 

5 194.0 90.0 1.259 

6 230.0 110.0 0.878 

7 275.0 135.0 0.570 

8 302.0 150.0 0.447 

 

  



 

 

Resistance Temp Curve 
 

°C °F Ω °C °F Ω °C °F Ω 

-20 -4.0 32199 55 131.0 1890 130 266.0 311 

-15 5.0 25416 60 140.0 1633 135 275.0 283 

-10 14.0 20229 65 149.0 1418 140 284.0 258 

-5 23.0 16228 70 158.0 1236 145 293.0 236 

0 32.0 13116 75 167.0 1081 150 302.0 216 

5 41.0 10676 80 176.0 950 155 311.0 198 

10 50.0 8749 85 185.0 837 160 320.0 182 

15 59.0 7217 90 194.0 741 165 329.0 168 

20 68.0 5989 95 203.0 657 170 338.0 156 

25 77.0 5000 100 212.0 586 175 347.0 144 

30 86.0 4198 105 221.0 523 180 356.0 134 

35 95.0 3543 110 230.0 469 185 365.0 125 

40 104.0 3006 115 239.0 421 190 374.0 116 

45 113.0 2563 120 248.0 380 195 383.0 108 

50 122.0 2196 125 257.0 344 200 392.0 102 

 


